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6CA
Aluminum Cylinders

PRODUCT DETAILS

• Lightweight aluminum alloy construction
• Up to 60 percent lighter than comparable
tonnage steel rams
• Convenient carry handle

• Hard anodized aluminum piston rod provides
extra protection against corrosion and wear
• Maximum working pressure: 1, psi / 7 bar
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PRODUCT ATTRIBUTES

Product: JHW6CA30T02

30 t 2 in 6.5 in

9231 psi 13 in³ 6.5 in

8.5 in 2.9 in 4.5 in

2.5 in 2 in 1.5 in

11 lb

Product: JHW6CA30T04

30 t 4 in 6.5 in

9231 psi 26 in³ 8.5 in

12.5 in 2.9 in 4.5 in

2.5 in 2 in 1.5 in

14 lb

Product: JHW6CA30T06

30 t 6 in 6.5 in

9231 psi 39 in³ 10.5 in

16.5 in 2.9 in 4.5 in

2.5 in 2 in 1.5 in

17 lb

Product: JHW6CA50T02

50 t 2 in 11 in

9091 psi 22 in³ 6.5 in

8.5 in 3.7 in 5.5 in

3.1 in 2.5 in 1.5 in

17 lb

Product: JHW6CA50T04

50 t 4 in 11 in

9091 psi 44 in³ 8.5 in

12.5 in 3.7 in 5.5 in

3.1 in 2.5 in 1.5 in

21 lb

Product: JHW6CA50T06

50 t 6 in 11 in

9091 psi 66 in³ 10.5 in

16.5 in 3.7 in 5.5 in

3.1 in 2.5 in 1.5 in

25 lb

Product: JHW6CA50T10

50 t 10 in 11 in

9091 psi 110 in³ 14.5 in

24.5 in 3.7 in 5.5 in

3.1 in 2.5 in 1.5 in

34 lb

Product: JHW6CA75T04

75 t 4 in 15 in

10000 psi 60 in³ 8.5 in

12.5 in 4.4 in 6.5 in

3.9 in 3 in 1.5 in

29 lb

Product: JHW6CA75T06

75 t 6 in 15 in

10000 psi 90 in³ 10.5 in

16.5 in 4.4 in 6.5 in

3.9 in 3 in 1.5 in

35 lb

Product: JHW6CA100T02

100 t 2 in 20.7 in

9662 psi 41.4 in³ 6.5 in

8.5 in 5.1 in 8 in

4.3 in 3.5 in 1.5 in

36 lb

Product: JHW6CA100T04

100 t 4 in 20.7 in

9662 psi 82.8 in³ 8.5 in

12.5 in 5.1 in 8 in

4.3 in 3.5 in 1.5 in

43 lb

Product: JHW6CA100T06

100 t 6 in 20.7 in

9662 psi 124.4 in³ 10.5 in

16.5 in 5.1 in 8 in

4.3 in 3.5 in 1.5 in

51 lb

Product: JHW6CA100T10

100 t 10 in 20.7 in

9662 psi 207 in³ 14.5 in

24.5 in 5.1 in 8 in

4.3 in 3.5 in 1.5 in

68 lb
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