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P-3 - P10
Pin Punch

PRODUCT DETAILS

For driving out and removing already loosened pins and keys after initial movement by a solid or starter
punch

PRODUCT ATTRIBUTES

Product

JHWP-10 6 in 5/16 in 7/16 in 0.24 lb

JHWP-3 4-1/2 in 3/32 in 5/16 in 0.08 lb

JHWP-4 4-3/4 in 1/8 in 5/16 in 0.09 lb

JHWP-5 5 in 5/32 in 5/16 in 0.1 lb

JHWP-6 5-1/4 in 3/16 in 3/8 in 0.13 lb

JHWP-8 5-3/4 in 1/4 in 3/8 in 0.18 lb

https://www.williams-industrial.com/us_en/pin-punch-pb_p-3---p10.html
https://www.williams-industrial.com/us_en/pin-punch-pb_p-3---p10.html
https://www.williams-industrial.com/us_en/pin-punch--5-16-length--6-jhwp-10.html
https://www.williams-industrial.com/us_en/pin-punch--3-32-length--4-1-2-jhwp-3.html
https://www.williams-industrial.com/us_en/pin-punch--1-8-length--4-3-4-jhwp-4.html
https://www.williams-industrial.com/us_en/pin-punch--5-32-length--5-jhwp-5.html
https://www.williams-industrial.com/us_en/pin-punch--3-16-pilot--5-1-4-jhwp-6.html
https://www.williams-industrial.com/us_en/pin-punch--1-4-length--5-3-4-jhwp-8.html
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